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   Hifi Rack 



The mbl Hifi Rack 
 
By creating the mbl hi-fi rack we invented a variable hi-fi rack that perfectly 
harmonizes with our mbl hi-fi components. 
The mbl hi-fi rack is not only an aesthetic and high-quality endorsement to your hi-fi 
system but also an ideal alternative to common racks. 
Functionality and design, both characterized by their clarity, are perfectly in line with 
our mbl hi-fi components. 
 
The base frame is a construction of high-strenght variable stainless steel pillars, that 
can be combined in many ways to afford an adequate assembling for every hi-fi 
component. 
 
Vibration behaviour and stability of the acrylic glass board are ideal adapted for the 
requirements of high end. 
The combination of visual simplicity and high quality emphazises the character of our 
mbl high end components. 
 
The acrylic glass board 
 
The board is made of 25 mm (1´´) thick acrylic glass. In addition to its acoustic 
qualities this material features extreme resistance against UV light and aging. The 
material does not yellow and it is inured to scratching. That guarantees an enduring 
beauty of the acrylic glass board. 
All boards are equipped with 5 boreholes. Thus makes it possible to mount the board 
on 3, 4 or 5 pillars. 



 
T-Board (Standard) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
H-Board (Reference) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The acrylic glass board is available in two sizes (see fig. 1 and fig. 2) including 3 
pieces (standard size board) or 4 pieces (reference size board) screws and spikes.

3 screws and 3 spikes included 
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4 screws and 4 spikes included 

Fig.1: T-Board (Standard) 

Fig.2: H-Board (Reference) 



 
The stainless steel construction  
 
The boards are carried by a special manufactured stainless steel construction. 
The high quality of the material assures optimal durability. 
The 35 mm thick steel pillars are available in different lengths and can be screwed 
together. This offers individual possibilities to configurate the hi-fi rack to your 
preferences. 
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Examples for the configuration of the mbl hi-fi rac k 

mbl 5011
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mbl 9007

Configuration with mbl 5011 preamplifier 

Configuration with mbl 9007 power amplifier 


